
The new Starrett Inspection Scope is ideal 
for remote inspection of areas inaccessible  
to the naked eye.

Applications include viewing critical 
but hard-to-see areas during 
machining operations, inspection 
of internal parts of engines and 
machinery, A/C systems, and interior structures of walls.
Features
•	User-friendly auto-focus digital video camera 
•	Three light intensity settings
•	3' or 6' flexible, water resistant shaft with high quality metal tip
•	Full color image sensor and dual solid state LEDs provide imaging and illumination
•	2.5" full color LCD screen displays live video from the digital camera
•	Durable nylon handle
•	Includes a mirror that allows viewing 90° to the axis of the shaft
•	Includes magnet that can pick up about a quarter pound
•	Includes rugged, protective case
•	High quality product made in the USA
•	One year warranty

Specifications
Shaft: .394" (10mm). 3' or 6' length
Digital Top Diameter: 0.42" maximum 
         with Accessories: 0.46" maximum
Viewing Angle: 55°
Viewing Distance: 0.4" to Infinity
Viewing Monitor: Color 2.5" LCD
Resolution: 320 x 240 pixels

 
Video Out Port: RCA – NTSC signal
Shaft Radius: 2.5" minimum
Power: Four AA batteries (4 hours ave. life)
Storage Temp: -4°F – 158°F  
                      (-20°C – 70°C)
Operating Temp: 32°F – 113°F 
                          (0°C – 45°C)

Description	 Cat. No.	 EDP
Inspection Scope w/3' Shaft	 679-3	 60360
Inspection Scope w/6' Shaft	 679-6	 60361

Bulletin No. 753    5M/T    06/09
Specifications subject to change.  starrett.com • 978-249-3551

NEW! Inspection Scope


